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TOWNSHIP 5 S0uTH, RANGE 5 WEST, SALT LAKE MerIDIAN, UTAH
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The following field notes are those of the dependent resurvey of a portion
of the U.S. Military Reserve Boundary (Rush Lake), a portion of the east
boundary {(Rush Valley Guide Meridian), a porticn of the north boundary, a
portion of the subdivisional lines, the reestablishment of the meanders of

Rush Lake in sectiong 3 and 4, and the subdivision of sections 3, 4
Salt Lake Meridian, Utah.
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Towwsuip 5 SOUTH, RaNGE 5 WeEST, SALT LaKE MERIDIAN, UTaH

The survey was executed in accordance with the specifications set forth in
the Manual of Surveying Instructions, 1973, and the Special Instructions
for Group Neo. 1102, dated March 6th, 2009.

The directions of the lines were determined by references to true
meridian, established by Global Positioning System (GPS) utilizing Real-
Time Kinematic (RTK) techniques throughout the survey. The positional
accuracy of this survey complies with the Standards and Guidelines for
Cadastral Surveys Using Global Positioning System Methods, dated May 9,
2001, Version 1.0. Trimble model 5800 GPS receivers were used for field
collection. Cadastral Automated Plat Drafting (CAPD) software was the
primary software utilized for project calculations.

Preliminary to the resurvey, the lines of the prior surveys were retraced
and a search was made for all corners and other calls of record.
Identified corners were remonumented in their original positions. Lost
corners were reestablished and remonumented at proportionate positions
baged on the official record. The retracement data was thoroughly verified
and only the true line field notes are given herein.

Geodetic control was derived from GPS static observations, post processed
by the National Geodetic Survey {NGS), Online Positioning User Service
(OPUS), utilizing Continuously Operating Reference Stations (CORS);
KENNOCOTT1UT2005, SALT LAKE CITY, and MIDVALE.

The geographic positicn c¢f the corxner of gections 4, 5, 8, and 9, T. 5 8.,
R. 5 W., Salt Lake Meridian, Utah, as determined by direct RTK nmethods
from the National Geodetic Survey OPUS solution, is as follows:

Latitude: 40°24'23.894" N.,
Longitude: 112°25'25.782" W., N.A.D. 1983,
Network Accuracy = 0.200 meter at 95% confidence.

The geographic position of the corner of sections 11, 12, 13, and 14, T. 5
5., R. 5 W., BSait Lake Meridian, Utah, as determined by direct RTK methods
from the National Geodetic Survey OPUS solution, is as follows:

Latitude: 40°23'33,528%" N.,
Longitude: 112°22700,520" W., N.A.D. 1983,
Network Accuracy = 0.200 meter at 95% confidence,



3

DEPENDENT RESURVEY OF A PORTICN OF
THE T7.S. MILITARY RESERVE BOUNDARY (RUSH LAKE) ,

TOWNSHIP 5 SOUTH, RANGE 5 WEsT, SALT LAKE MeRIDIAN, UTAH
CHAINS

Dependent Resurvey of a Portion of
the U. 8. Military Reserve Boundary (Rush Lake!},
T. 5 8., R. 5 W., Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by k. Ingalls in 1855, and
the Resurveys Executed by C.L. Craig in 1856
and E.W. Koeber in 1886

Beginning at the intersection of the section line between
sections 3 and 10, and the U.8. Military Reserve Boundary,
determined at preoporticnate distance; there is no remaining
evidence of the original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 30
inches in the ground, magnet at base, with aluminum cap marked:

T58
US MRB 53
MC
510
R5W
2010

Corner falls in the centerline of a two-track dirt road, 6 feet
south of a barbed wire fence extending east and weskt.

8. 39°22.0’ W., along the U.S. Military Reserve Boundary.
51.825 Intersect the E-W centerline of section 10.

Set an aluminum drive rod, 72 inches long, 3/4 inch diameter, 69
inches in the ground, with aluminum cap marked:

T5SR5W

(S

US MRB

10
2010

Set a steel fence post alongside the aluminum drive rod.

Corner is located on the west edge of a ditch, bears northeast
and southwest.

57.131 Intersect the N-8 centerline of section 10.
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DEPENDENT RESURVEY OF A PORTION OF
THE U.S. MILITARY RESERVE BOUNDARY (RUSH LAXE) ,
TowNsSHIP 5 SOUTH, RaNGE 5 WEST, SALT LAKRE MERIDIAN, UTaH

Set an aluminum drive rod, 36 inches long, 3/4 inch diameter, 33
inches in the ground, with aluminum cap marked:

T53REW
C
8

U8 MRB ¥10

c
2010

Set a steel fence post alongside the aluminum drive rod.

Corner is located in a marsh.

Intersect the E-W centerline of the 8W 1/4 of section 10¢.

Set an aluminum drive rod, 72 inches long, 3/4 inch diameter, 68
inches in the ground, with aluminum cap marked:

TS5SR5W
Uus MRB 5
5 s
10
2010

Set a steel fence post alongside the aluminum drive rod.
Corner is located in a marsh.

The southeast corner of the U.S. Military Reserve Boundary,
monumented with a sandstone, 25x9x6 inches, firmly set, in a
scattered mound of stone, projecting 13 inches above the ground,
plainly marked RLR on north face.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 28
inches in the ground, with the aluminum cap marked:

USMRB
SE
COR
510
TE55REW
2009

Deposit the marked stone alongside the aluminum post.

Rebuild mound of stone, 3 feet base, 6 inches high, around the
aluminum post.

¥. 89°00.4" W., beginning new measurement.
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DEPENDENT RESURVEY OF A PORTION OF
THE U.8. MILITARY RESERVE BCUNDARY (RUSH LAKE) ,

TOWNSHIP 5 SOUTH, RANGE 5 WesT, SaLT LAKE MERIDIAN, UTAH
CHAINS

12.292 The meander corner of sections 9 and 10, on the U.8. Military
Reserve Boundary, monumented with a cobblestone, 36x12x8 inches,
firmly set, projecting 12 inches above the ground, plainly marked
MC on north face.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 29
inches in the ground, with aluminum cap marked:

USMRB
MIC
59(8510
TH3 REW
2009

Set a steel fence post alongside the aluminum post.

Deposit original stone, 30 inches in the ground, alongside the
aluminum post.

5. 88°41.0' W., beginning new measurement.
20.084 TIntersect the N-S centerline of the SE 1/4 of section 9.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 2%
inches in the ground, magnet at base, with aluminum cap marked:

T5SR5W
B

US‘MRB
S513
E
2010
Set a steel fence post alongside the aluminum post.

40.110 TIntersect the N-S centerline of section 9.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 28
inches in the ground, magnet at base, with aluminum cap marked:

TESR5W
c

US| MEB
S19
c
2010
Set a steel fence post alongside the aluminum post.

60.059 Intersect the N-8 centerline of the 8W 1/4 of section 9.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 28



6

DEPENDENT RESURVEY OF A PORTION OF
THE U.8. MILITARY RESERVE BOUNDARY (RUSH LAKE) ,

TowNSHIP 5 SOUTH, RaNnNcE 5 WesT, SALT LAKE MERIDIAN, UTAH
CHAINS

inches in the ground, magnet at base, with aluminum cap marked:

T55R5W
W
USIMRB
5|9
W
2010

Set a steel fence post alongside the aluminum post.

67.678 The southwest corner of the U.S. Military Reserve Boundary,
monumented with an iron pipe, 2 inches diameter, firmly set in
concrete, proiecting 12 inches above the ground, with a brass cap
marked: TOOELE COUNTY SURVEYOR TSSR5W RR 9 1991.

Rote: I find a sandstone, 10x10x5 inches, firmly set in concrete,
plainly marked RLR on north face, at the south side of the iron

pipe.

This positicn is accepted as a careful and faithful perpetuation
of the original corner position.

Dependent Resurvey of a Portion of the East Boundary
(Rush Valley Guide Meridian),
T. 5 8., R. 5 W., 8alt Lake Meridian, Utah

Reestablishment of the Survey Executed by C.L. Craig in 1856,
and the Resurveys Executed by G.V.M. Boutelle in 1872,
E.W. Koeber in 1886, and R. Gentry in 1926

From the corner of sections 7, 12, 13, and 18, on the east
boundary of the township, monumented with an iron post, 2 inches
diameter, firmly set, projecting 7 inches above the ground, with
brass cap marked as described in the official record of the 1926
resurvey. Corner is online of barbed wire fence extending east
and west. A scattered mound of stone is alongside corner.

Rebuild mound of stone, 2 feet base, 1 foot high, around the iron
post.

Corner is located 16 inches east of an iron fence post, 3 1/2
inches diameter, and 12 feet south of the centerline of a dirt
road, bears east and west.

N. 0°10.2' W., between sections 7 and 12.

38.816 The 1/4 section corner of sections 7 and 12, monumented with an
iron post, 1 inch diameter, firmly set, projecting 12 inches
above the ground, with brass cap marked as described in the
official record of the 1526 resurvey. A mound of stone, 2 feet
base, 1 foot high, is located 16 inches west of corner. A steel
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DEPENDENT RESURVEY OF A PORTION OF THE EAST BOUNDARY
(RUSH VALLEY GUIDE MERIDIAN) ,
TownskIP 5 SOUTH, RANGE 5 WEST, SaLT LAKE MERIDIAN, Uran
CHATINS

fence post is located 1 1/2 feet north of corner.
From which the 1926 bearing trees

A juniper, 10 inches diameter, bears N. 29° E., 65 links
distance, marked 1/4 87 BT on an open blaze.

A juniper, 10 inches diameter, bears N. 32°39' W., 34 links
distance, with a mostly healed blaze. (Record: N. 40° W.)

N. 0°58.9' W., beginning new measurement.

3%.946 The corner of sections 1, 6, 7, and 12, monumented with an iron
post, 2 inches diameter, firmly set, projecting 8 inches above
the ground, with brass cap marked as described in the official
record of the 1926 resurvey. A mound of stone, 3 feet base, 1
foot high, is located 16 inches west of corner. A4 gteel fence
pogt is located 2 feet northwest of coxrmex. There is no
remaining evidence of the 1926 bearing trees.

Corner is located at the toe of an east-facing slope.

N. 0°34.1" W., between sections 1 and 6.

40.472 The 1/4 section corner of sections 1 and 6, monumented with an
iron post, 1 inch diameter, firmly set, bent over 12 inches above
the ground, with brass cap marked as described in the official
record of the 1926 resurvey. A mound of stone 2 feet base, 1
foot high, is located 16 inches north of corner. I find a rebar
alongside the iron post. There is no remaining evidence of the
1926 bearing trees.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 26
inches in the ground, with aluminum cap marked:

T58
REW R4W
1/4
186
2009

Deposit the iron post and rebar alongside the aluminum post.

Corner is located 130 feet south of the centerline of a dirt
road, bears northeast and southwest.

N. 0°16.2" W,., beginning new measurement.

39.942 The corner of Tps. 4 and 5 8., Rs. 4 and 5 W., monumented with an
iron post, 3 inches diameter, firmly set, projecting 5 inches
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DEPENDENT RESURVEY OF A PORTION OF THE EAST BOUNDARY
(Rusy VALLEY GUIDE MERIDIAN) ,
TownsHIP b SouTH, Rawee 5 WrsT, SALT LAXE MERIDIAN, UTan

above a mound of stone, 3 feet base, 6 inches high, with brass
cap marked as described in the official record of the 1926
resurvey.

From which the 1926 bearing trees

A juniper, 8 inches diameter, bears 8. 71° E., 432 links
distance, with a mostly healed blaze.

A juniper, 6 inches diameter, bears S. 6°30‘ W., 170 links
distance, with a mostly healed blaze.

Corner is located 21 inches east of the intersecticn of c¢ld
barbed wire fences extending north and west, and 18 inches south
of a steel fence post. The westerly edge of a dirt road is
located 8 feet west of corner, bears north and south.

Dependent Resurvey of a Portion of the South Boundary,
T. 4 8., R. 5 W., Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by C.L. Craig in 1856,
and the Resurvey Executed by E.W. Koeber in 1886

From the corner of Tps. 4 and 5 5., Rs. 4 and 5 W., hereinbefore
described.

S, 89°46.87 W., between sections 1 and 36.

The 1/4 section corner of sections 1 and 36, monumented with an
iron pipe, 2 inches diameter, firmly set in concrete, projecting
10 inches above the ground, with a brass cap marked: TOOELE
COUNTY SURVEYCR T4SR5W 36 ThS 1 1990,

Corner is located 8 feet north of an old barbed wire fence
extending east and west, and 16 inches south-southwest of a steel
fence post on the east slope of a gulch, drains northwest.

Note: This corner was set by the county at midpoint between
gection corners, and is accepted as careful and faithful
perpetuation of the original corner position.

5. 89°46.3" W., beginning new measurement.

The corner sections 1, 2, 35 and 36, monumented with an iron
pipe, 2 inches diameter, firmly set in concrete, projecting 8
inches above the ground, with a brass cap marked: TOOELE COUNTY
SURVEYOR T4S8RHW 35 36 THS 1 2 1889.

Corner is located online of an old barbed wire fence extending
east and west.
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DEPENDENT RESURVEY OF A PORTION OF THE SQUTH BOUNDARY,
TOWNSHIP 4 SOUTH, RANGE 5 WEST, SaLT Laxe MERIDIAN, UTAH

Note: County tie sheet indicated this post was set at a marked
cobblestone, which I find, set in concrete south of iron post.

This iron pipe is accepted as a careful and faithful perpetuation
of the original corner position.

Reestablishment of the Survey Executed by C.L. Craig in 1856,
and the Resurvey Executed by E.W. XKoeber in 1886,
and A.J. Stookey in 1905

N. 89°20.1’ W., on the south boundary of section 35.

The meander corner of sections 2 and 35, on the U.S. Military
Regerve Beundary, monumented with an iron pipe, 2 inches
diameter, firmly set in concrete, projecting il inches

above the ground, with a brass cap marked: TOOELE COUNTY SURVEYOR
T4SREW MC 35 TES 2 1990.

Corner is located 12 feet north of an old barbed wire fence
extending east and west, and 20 inches east of a steel fence
post.

¥ote: County tie sheet indicated this monument was set at a
marked stone, which I find, a cobblesteone, 8x2xl1ll inches, marked
MC on east face, 9 inches east of the iron pipe.

This iron pipe ig accepted as a careful and faithful perpetuation
of the original corner position.

Reegtablishment of the Survey Executed by E.W. Keceber in 1886,
and the Resurvey Executed by A.J. Stockey in 1905

N. 88°19.6' W., beginning new measurement.

The 1/4 section corner of sections 2 and 35, monumented with an
iron pipe, 2 inches diameter, firmly set in concrete, projecting
1¢ inches above the ground, with a steel fence post 30 inches
north, with an old mound of stones on north gide, with a brass
cap marked: TOOELE COUNTY SURVEYOR T4SR5W 35 TBS 2 1990,

Note: The county tie sheet does not indicate how this corner was
established, however, I find an old mound of stone (partially
submerged) norxrth of corner, 2 feet base, 8 inches high, and
numerous decayed pine posts lying alongside. I also find a very
0ld decayed cedar post lying nearby the iron post. It appears
this corner was established at the south side of the mound of
stones. No marked stone was found, although some of the stones
are set in the concrete.

This iron pipe is accepted as a careful and faithful perpetuation
of the original corner position.
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DEPENDENT RESURVEY OF B PORTION OF THE SOUTH BOUNDARY,
TOWNSHIP 4 SOUTH, RANGE 5 WEST, SALT LAKE MERIDIAN, UTAH
N. 89°19.0" W., beginning new measurement.
The W 1/16 section corner of sections 2 and 35, monumented with a
rebar with a plastic yellow cap marked ENSIGN ENG LAND SURV. A

steel fence post is located alongside.

Thie rebar is accepted as a careful and faithful establishment of
the corner position.

At the corner poing

Set an aluminum post, 20 inches long, 2 1/2 inches diameter, 26
inches in the ground, with aluminum cap marked:

835

Wl/16
g2
2009

Deposit rebar and plastic cap alongside the aluminum post.

Point for the meander corner of sections 2 and 35, on the non-
riparian meander line of Rush Lake, at proportionate distance;
there is no remaining evidence of the original corner.

Set an aluminum drive rod, 3/4 inch diameter, 72 inches long, 70
inches in the ground, with aluminum cap marked:

T43
R5W
MC S35
1886 sz
T58
2010

Set a steel fence post alongside the aluminum drive rod.

Reestablishment of the Survey Executed by A.J. Stookey in 1905

With continuocus measurement .

The c¢closing corner of sections 2 and 3, on the north boundary of
T. 5 5., R. 53 W., monumented with a 5/8 inch diameter rebar,
firmly setf, projecting 2 inches above ground, with a yellow
plastic cap marked ENSIGH ENG LAND SURV. A steel fence post is
located alongside the rebar. On the ground, a guartzite, 20x6x4
inches, plainly marked with CC and & grooves on south face, 2
grooves on east face, and 4 grooves on west face.

This rebar is accepted as a careful and faithful establishment of
the original corner position.

At the corner point
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DEPENDENT RESURVEY OF A PORTION OF THE SOUTH BOUNDARY,
TownsHIr 4 SouTH, RanGE 5 WEST, SALT LAKE MERIDIAN, UTAH

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 27
inches in the ground, with aluminum cap marked:

T4SREW
835
53 82
T58
cc
2009

Deposit marked stone and rebar, inverted, alongside the aluminum
post.

Point for the corner of sections 34 and 35 only, T. 4 §., R. 5
W., at record distance from the c¢losing corner, and online of the
extension of the line from the 1/4 section corner of sections 2
and 35, to the closing corner; there is no remaining evidence of
the original corner.

Set an aluminum drive rod, 108 inches long, 3/4 inch diameter,
106 inches in the ground, with aluminum cap marked:

T45R5W
534 S35
53
T58
2009

Set a steel fence post alongside the aluminum drive red.

Note: There was a record tie to this corner from the highway
right-of-way survey of 1943, however, I have determined that the
tie was incorrectly calculated to the closing corner of sections
2 and 3, T. 5 8., R. 5 W,

8. 87°07.8’ W., on the south boundary of section 34.
Point for the E 1/16 section corner of section 34 only.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 27
inches in the ground, with aluminum cap marked:

E1/16 834
2002
Set a steel fence post alongside the aluminum post.
Corner is located in standing water.

Point for the 1/4 section corner of section 3 only, T. 5 8., R. 5
W., at midpoint between closing corners.

Set an aluminum peost, 30 inches long, 2 1/2 inches diameter, 27
inches in the ground, with aluminum cap marked:



12

DEPENDENT RESURVEY OF A PORTION OF THE SOUTH BOUNDARY,

TowNsHIP 4 SouTH, RANGE 5 WEST, SALT LAKE MERIDIAN, UTAH
CHAINS

T45SR5W
1/4 83
T58
2009

From which

A rebar with yellow plastic cap, set by 1 point control, bears
N. 30°14'45” K., 0.109 chains distance, marked ENSIGN ENG
LAND SURV, with a steel fence post located alongside.

40.356 Point for the 1/4 section corner of secticn 34 only, at
proportionate distance; there is no remaining evidence of the
original corner.

Set an aluminum post, 30 inches long, 2 1/2 incheg diameter, 27
inches in the ground, with aluminum cap marked:

T4SREW
1/4 S34
T53
2009

From which

A rebar with yellow plastic cap set by l-point control bears
N. 23°36749" E., 0.105 chains distance, marked ENSIGN ENG
LAND SURV, with a steel fencepost alongside.

59,008 Point for the W 1/16 section corner of section 3 only, T. 5 §.,
R. 5 W.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 27
inches in the ground, with aluminum cap marked:

W1/16 853
2009

Set a steel fence post alongside the aluminum post.

72.202 True point of intersection for the c¢losing corner of sections 3
and 4 only, T. 5 8., R. 5 W.

Set an aluminum drive rod, 72 inches long, 3/4 inch diameter, 70
inches in the ground, with aluminum cap marked:

T4SR5W
534
84153
T5SR5W
cc
2010

Set a steel fence post alongside the aluminum drive rod.
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DEPENDENT RESURVEY OF A PORTION OF THE SOUTH BOUNDARY,
TownNsHIP 4 SouTH, RaNGE 5 WEST, SALT LAKE MERIDIAN, UTaH

From which

The original closing corner of sections 3 and 4 only, T. 5 8.,
R. 5 W., bears N. 0°02.7° E., 3.0 links distance,
menumented with a sandstone, 17x8x4 inches, loosely set,
with dim marks.

Add AM and bury marked stone in place.

Point for the corner of sections 33 and 34 only, monumented with
an ercded limegtone, 20x7x4 inches, brocken in two pieces, loosely
set, with ne visible marks.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 26
inches in the ground, with aluminum cap marked:

T4SR5W

5331534
S4

T58
2009
Deposit stone alongside the aluminum post.

Set a steel fence post alongside the aluminum post.

N. 88°55.5' W., on the south boundary of section 33.
Point for the E 1/16 section corner of section 33 only.

Set an aluminum drive rod, 3/4 inch diameter, 72 inches long, 70
inches in the ground, with aluminum cap marked:

T48SR5W
El/16 833
TE5SREW
2010

Set a steel fence post alongside the aluminum drive rod.

The 1/4 section corner of section 33 only, monumented with a
sandstone, 24x1ix3 inches firmly set, projecting, 12 inches above
the ground, plainly marked 1/4 on north face.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 27
inches in the ground, on a steel fence post, 5 feet long, driven
4.75 feet in the ground, toc stabilize aluminum post, with
aluminum cap marked:
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DEPENDENT RESURVEY OF A PORTION OF THE SOUTH BOUNDARY,
TOWNSHIP 4 SouTH, RaNGe 5 WEST, SALT LAKE MERIDIAN, UTau

T4SRSW
833
1/4a—
T53
2009

Deposit the marked stone inverted and alongside the aluminum
post.

Set a steel fence post alongside the aluminum post.

N. 89°36.5' W., beginning new measurement.

Point for the meander corner of sections 4 and 33, on the non-
riparian meander line of Rush Lake, at proportionate distance;
there is no remaining evidence of the original corner.

Set aluminum drive rod, 3/4 inch diameter, 108 inches long, 106
inches in the ground, with aluminum cap marked:

T45
R5W
533 MC
84 1886
T58
2010

Set a steel fence post alongside the aluminum drive rod.

Reestablishment of the Survey Executed by E.W. Koeber in 1886,
and the Resurvey Executed by A.J. Stoockey in 1905

With continucus measurement.

The corner of gections 4, 5, 32, and 33 monumented with an iron
pipe, firmly set, proijecting é inches above ground, in a collar
of stone, 2 feet diameter, with a Tooele County surveyor’s brass
cap marked: T4S RBW 32 33 T5S 4 5 1990.

A steel fence post is located 1 foot northwest of iron post.
Corner is located in a cultivated field.
This cocrner position is harmonious to existing original corners

and is accepted as a careful and faithful establishment of the
original corner position.
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Dependent Resurvey of a Portion of the Subdivisional Lines,
T. 5 8., R. 5 W., Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by C.L. Craig in 1856,
and the Resurvey Executed by E.W. Koeber in 1886

From the corner of sections 7, 12, 13, and 18, on the east
boundary of the townsghip, hereinbefore described.

5., 89°38.3" W., between sections 12 and 13.

40.101 The 1/4 section corner of sections 12 and 13, monumented with an
iron pipe, 2 inches diameter, firmly set, projecting 7 inches
above ground, with a brass cap marked: TCOELE COUNTY SURVEYOR
TESRBW 12 13 1991.

Corner is located 1 foot north of a barbed wire fence extending
east and west, 1.5 feet east of an iron pipe fence post, 3 1/2
inches diameter, and i3 feet gouth of the centerline of a dirt
road, bears east and west.

Note: County tie sheet indicates that this monument was set at a
marked stone, which I find alongside the iron pipe, a limestone,
6x6x4 incheg, firmly set, plainly marked 1/4 on north face.

This iron pipe is accepted as a careful and faithful perpetuation
of the criginal corner position.

8. B9°56.5' W.,, beginning new measurement.

40,059 The corner of sections 11, 12, 13 and 14, monumented with an iron
pipe, 2 inches diameter, firmly set in concrete, projecting 8
inches above ground with a brass cap marked: TOOELE COUNTY
SURVEYOR TS5S8SR5BW 11 12 313 14 1991.

Corner is leocated online of a barbed wire fence extending east
and west, with an iron pipe fence post, 3 inches diameter, 16
inches east of corner. Corner is 580 feet south of the
centerline of a dirt road, bears northeast and southwest.,

Note: County tie sheet indicates that this monument was set at a
marked stone, which I find, 9x4x6 inches, firmly set, plainly
marked with 4 notches on south edge and 1 notch on east edge, 10
inches west of the iron pipe.

This iron pipe is accepted as a careful and faithful perpetuation
of the original corner position,

NORTH, between gections 11 and 12.

19.436 Point for the & 1/16 section corner of sections 11 and 12.
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38.872

39.971
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Set aluminum post, 30 inches long, 2 1/2 inches diameter, 28
inches in ground, with aluminum cap marked:

S1/16
S11|s12
2009

Set a steel fence post alongside the aluminum post.

The 1/4 section corner of sections 11 and 12, monumented with an
iron pipe, 2 inches diameter, firmly set in concrete, projecting
8 inches above ground, with a brass cap marked: TOOELE COUNTY
SURVEYOR TS5SRS5W 11 12 1991.

A steel fence post iz located 2 feet south of corner, with a
scattered mound of stone around the concrete.

Note: County tie sheet indicates that this monument was set at a
marked stone, which I find, a blue limestone, 6x4x6 inches,
firmiy set in concrete, dimly marked 1/4 on the west face, on the
north side of the iron pope.

This iron pipe is accepted as a careful and faithful perpetuation
of the original corner position.

N. 0°04.4’ W., beginning new measurement.

The corner of sections 1, 2, 11, and 12, monumented with an iron
pipe, 2 inches diameter, firmly set in concrete, projecting 12
inches above ground, with a brass cap marked: TOOELE COUNTY
SURVEYOR TS5SR5W 1 2 11 12 1991.

A steel fence post is located 1 foot east of the corner, with a
scattered mound of stone around the iron pipe.

Corner is located 100 feet north of the centerline of a dirt
road, bears east and west.

Note: County tie sheet indicates that this monument was set at a
marked stone, which I find, a blue limestone, 9x8x10 inches,
firmly set in concrete, marked with 5 notches on the south edge.

This iron pipe is accepted as a careful and faithful perpetuation
of the original corner position.

From the corner of sections 1, 6, 7, and 12, on the east boundary
of the township, hereinbefore described.

S. 89°51.,1' W., between sections 1 and 12.
Point for the 1/4 section corner of sections 1 and 12, at

proportionate distance; there is no remaining evidence of the
original corner.
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79.396

39.975

40.339

19.871
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Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 26
inches in the ground, with aluminum cap marked:

TSESR5W
51

1/4
812
2009

Corner is located on south-facing slope.

The corner of sections 1, 2, 11, and 12.

Reestablishment of the Survey Executed by C.L. Craig in 1856,
and the Regurveys Executed by E.W. Koeber in 1886,
and A.J. Stockey in 1905

N. 0°39.5’ W., between sgections 1 and 2.

The 1/4 section corner of sections 1 and 2, monumented with an
iron pipe, 2 inches diameter, firmly set in concrete, projecting
8 inches above ground, with a brass cap marked: TOQELE COUNTY
SURVEYOR 1 2 1992.

A steel fence post is located 2 feet north of corner.
A grove of old junipers is located 13 feet east of corner.

Corner is located 85 feet east of the centexline of a dirt road,
bears north and south,

This corner position is harmonious to existing original corners
and is accepted as a careful and faithful perpetuation of the
original corner position.

N. 1°03.6' W., beginning new measurement.

The corner of gections 1, 2, 35, and 36, on the north boundary of
the township, hereinbefore descriked.

Reestabliighment of the Survey Executed by C.L. Craig in 1856,
and the Resurvey Executed by E.W. Koeber in 1886

From the corner of gections 11, 12, 13, and 14.
S. 89°41.9’ W., between sections 11 and 14.

Point for the E 1/16 section corner of sections 11 and 14. Not
monumented.
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The 1/4 gection corner of sections 11 and 14, monumented with an
iron pipe, 2 inches diameter, firmly set in concrete, projecting
8 inches above ground, with a brass cap marked TOOELE COUNTY
SURVEYOR TSSE5W 11 14 1991.

Corner is located 1 foot north of a steel fence post, 2 feet
north of a barbed wire fence extending east and west, and 53 feet
east of the centerline of a dirt road, bears northwest and
southeast.

Note: County tie sheet indicates this corner wasg set at a marked
stone, which I find, a sandstone, 7x5x7 inches, firmly set,
marked 1/4 on north face.

This iron pipe is accepted as a careful and faithful perpetuation
of the original cormer position.

5. 83°37.7' W., beginning new measgurement.

Point for the W 1/16 section corner of sections 11 and 14. Not
monumented.

The corner of sections 10, 11, 14, and 15, monumented with an
iron pipe, firmly set in concrete, in a colliar of stone,
projecting 9 inches above ground, with a brass cap marked: TOOELE
COUNTY SURVEYOR TS5SREW 10 11 14 15 1991.

Corner is located 14 inches north of a steel fence post, and 3
feet north of a barbed wire fence extending east and west.

Note: County tie sheet indicates this monument was set at a fence
post. The highway right-of-way survey also calls out a fence
post in a pile of rocks. I believe this pile of rock is the
collar of stone at the county monument. Upon investigation of
these rocks, I find a marked limestone, 12x9x6 inches, plainly
marked with 4 notches on south edge, and 2 notches on east edge.

This iron pipe is accepted as a careful and faithful perpetuation
of the original corner.

N. 0°18.6" W., between sections 10 and 11.
Point for the 8§ 1/16 section corner of sections 10 and 1il.

Set an aluminum post, 30 inches long, 2 i/2 inches diameter, 26
inches in the ground, magnet at base, with aluminum cap marked:

TSSR5W
81/16
s10 | 811
2010

Set a steel fence post alongside the aluminum post.



CHAINS

39.454

15.72¢

39.456

20.070
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Corner is located 30 feet east of the easterly right-of-way
barbed wire fence of Highway 36, bears north and south.

The 1/4 section corner of sections 10 and 11, monumented with an
iron pipe, 2 inches diameter, firmly set in concrete, projecting
2 inches akove the ground, with a brass cap marked: TOOELE COUNTY
SURVEYCR T58R5W 10 11 1%992.

A steel fence post is located 1 foot north of corner.

Corner is located 3 feet west of the easgterly right-of-way barbed
wire fence of Highway 36, bears north and south.

This iron pipe is accepted as a careful and faithful perpetuation
of the original corner.

N. 0°18.5'W., beginning new measurement,

True point for the N 1/16 section corner of sections 10 and 11,
falls on the easterly edge-of-pavement of Highway 36, where it is
impractical to set a permanent monument.

The corner of sections 2, 3, 10 and 11, monumented with an iron
pipe, 2 inches diameter, firmly set in concrete, projecting 8
inches above ground, with a brass cap marked: TOOELE COUNTY
SURVEYOR TS5S8R5W 2 3 10 11 1992.

Corner is located 1 foot southeast of the intersection of barbed
wire fences extending west and north, and a cleared field
northwest of corner.

This iron pipe 1s accepted as a careful and faithful perpetuation
of the original corner position.

Reestablishment of the Survey Executed by C.L. Craig in 1856,
and the Resurveys Executed by E.W. Koeber in 1886,
and A.J. Stookey in 1905

From the corner of sections 1, 2, 11, and 12.
S, 89°43.6’ W., between sections 2 and 11.
Point for the E 1/16 section corner of sections 2 and 11.

Set an aluminum post, 30 inches long, 2 1i/2 inches diameter, 26
inches in the ground, magnet at base, with aluminum cap marked:

THESREW
Sz
E 1/16
811
2010

Set a steel fence post alongside the aluminum post.
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40.140

20.071

40.142

38.514

42.185
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The 1/4 section cornexr of sections 2 and 11, monumented with an
iron pipe, 2 inches diameter, firmly set, projecting 6 inches
above ground, with a brass cap marked: TOOELE COUNTY SURVEYOR
TESREW 52 811 1992,

A steel fence post is located 1 foot east of corner.

Corner is located 1 foot east of the intersection of barbed wire
fences extending south and west, and 440 feet west of the
centerline of a dirt road, bears north and east, with cleared
fields south of corner.

This iron pipe is accepted as a careful and faithful perpetuation
of the original corner position.

S. 89°41.8" W., beginning new measurement.

Point for the W 1/16 section corner of gections 2 and 11i. Not
monumented.

The corner of sectionsg 2, 3, 10 and 11.

Reestablishment of the Survey Executed by E.W. Koeber in 1886,
and the Resurvey Executed by A.J. Stoockey in 1905

From the 1/4 section corner of sections 2 and 3, monumented with
an iron pipe, 2 inches diameter, firmly set, projecting 6 inches
above ground, with a brass cap marked: TCOELE COUNTY SURVEYOR
TESR5W 2 3 1991.

Corner is located 1 foot east of the intersection of barbed wire
fences extending east and south, and 1 foot west of a steel fence
post.

Note: County tie sheet indicates this monument was set at a
marked stone, which I find, a quartzite, 6x5x6 inches, firmly set
on the south side of the iron pipe, plainly marked 1/4 on north
face.

This iron pipe is accepted ag a careful and faithful perpetuation
of the original corner position.

N. 0°15.87 E., between sections 2 and 3.

Point for the meander cormner of sections 2 and 3, on the non-
riparian meander line of Rush Lake, at proporticnate distance;
there is no remaining evidence of the original corner. Not
monumented.

The closing corner of sections 2 and 3, on the north boundary of
the township, hereinbefore described.
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2.401

17.059

36,444
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Reestablishment of the Survey Executed by C.L. Cralg in 1856 and
the Resurvey Executed by E.W. Koeber in 1886

From the corner of sections 92, 10, 15, and 16, mconumented with an
iren pipe, firmly set in concrete, with a small collar of stones,
projecting 9 inches above ground, with a brass cap marked: TOCELE
COUNTY SURVEYOR & 10 15 16 1991.

A steel fence post is located 1 foot west of corner,

Note: County tie sheet indicates thig monument was set at a
marked stone, which I find, a limestone, 8x6x5 inches, firmly
set, on the west side of the iron pipe, plainiy marked with 3

notches on east edge.

This iron pipe is accepted as a careful and faithful perpetuation
of the original corner position.

N, 1°23,7* H., between sections 9 and 10.

The meander corner of sections 9 and 10, on the U.S. Military
Reserve Boundary, hereinbefore described.

Reestablishment of the Survey Executed by E.W. Koeber in 1886

With continuous measurement.
N. 0°02.6’ W., beginning new measurement.
Point for the § 1/16 section corner of sections 9 and 10.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 26
inches in the ground, with aluminum cap marked:

81/16
S9|s10
2010

Set a steel fence post alongside the aluminum post.

The 1/4 section corner of sections 9 and 10, monumented with a
sandstone, 17x7x3 inches, loogely set, and marked 1/4 on west
face.

At the corner point

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 26
inches in the ground, with aluminum cap marked:
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T55R5W
1/4
s9]810
2010
Deposit the marked stone alongside the aluminum post.,
Set a steel fence post alongside the aluminum post.

Corner is located in a cow pasture.

From which

An iron pipe, 2 inches diameter, firmly set in concrete, in a
ccllar of stone, projecting 9 inches above the ground,
bears N. 12°34.6"' E., 1.173 chaing distance, with a brass
cap marked: TOCELE COUNTY SURVEYOR 9 10 1995.

N. 0°56.4" W., beginning new measurement.

20.120 Point for the N 1/16 section corner of sections 9 and 10. Not
monumented.

40.240 Point for the corner of sections 3, 4, 9, and 10, at
proporticnate distance; there is no remaining evidence of the
original corner,

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 26
inches in the ground, with aluminum cap marked:

T53R5W

54153
881510

2010
Set a steel fence post alongside the aluminum post.
From which

An iron pipe, 2 inches diameter, firmly set in concrete, in a
collar of stone, projecting 8 inches above the ground,
bears N. 7°12.7’ E., 0.919 chains distance, with a brass
cap marked: TOCELE COUNTY SURVEYOR 3 4 ¢ 10 1992.

Note: This point is not accepted as it was computed without
found stones to the north and south and used a stone not
accepted 40 chains to the west.

Reestablishment of the Survey Executed by E.W. Koeber in 1886,
and the Resurvey Executed by A.J. Stoockey in 1905

From the corner of sections 2, 3, 10, and 11.

8., 88°22.9' W., between sections 3 and 10.
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3.527

40.083

20.030

40.060

18.608

23

THE SUBDIVISION OF SECTION 3,
TOWNSHIP 5 SOUTH, RANGE 5 WEST, SALT LAKE MERIDIAN, UTAH

Intersect the U.$. Military Reserve Boundary, hereinbefore
described.

The 1/4 section corner of sections 3 and 10, monumented with an
iron pipe, firmly set, projecting 11 inches above concrete, with
a brass cap marked: TCOELE COUNTY SURVEYOR TSSR5W 3 10 199%.

A steel fence post is located 1 foot west of corner.

Corner is located 40 feet south of a barbed wire fence extending
east and west.

Note: County tie sheet indicates this monument was set at a
marked stone, which I find, a sandstone, 14x12x8 inches, firmly
set on north side of iron pipe, with illegible marks on north
face.

This iron pipe is accepted as a careful and faithful perpetuation
of the original corner position.

N, 89°28.8' W., beginning new measurement.
Point for the W 1/16 section corner of sections 3 and 10.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 26
inchesg in the ground, with aluminum cap marked:

T58R5W
83
Wi/l6——
810
2010

Set a steel fence post alongside the aluminum post.

Corner is located 62 feet south of a barbed wire fence extending
east and west.

The corner of sections 3, 4, 9, and 10.

N, 0°02.7' E., between gections 3 and 4.

Point for the meander corner of sections 3 and 4, on the non-
riparian meander line of Rush Lake, at proportionate distance;
there is no remaining evidence of the original corner.

Set an aluminum drive rod, 72 inches long, 3/4 inch diameter, 66
inches in the ground, with aluminum cap marked:
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40.234

60.351

78.456

78.486

20.014
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MC
1886

54183
T55i R5W
2010

Set a steel fence post alongside the aluminum drive rod.

Reestablighment of the Survey Executed A.J. Stookey in 1905

With continuous meagurement.

Point for the 1/4 section corner of sections 3 and 4, at

proportionate distance; there is no remaining evidence of the

original corner.

Set an aluminum drive rod, 72 inches long, 3/4 inch diameter,
inches in the ground, with aluminum cap marked:

TSSREW
1/4
s4| 83
2010

Set a steel fence post alongside the aluminum drive rod.
Point for the N 1/16 section corner of sections 3 and 4.

Set an aluminum drive rod, 72 inches long, 3/4 inch diameter,
inches in the ground, with aluminum cap marked:

T5SR5W
Ni/1l6
s4|83

2010

Set a steel fence post alongside the aluminum drive rod.

62

69

The closing corner of sections 3 and 4, on the north boundary of

the township, hereinbefore described.

The amended closing corner of gections 3 and 4, hereinbefore
described.

Reestablishment of the Survey Executed by C.L. Craig in 1856,

and the Resurvey Executed by E.W. Xoeber in 1886

From the corner of sections 2, 10 15, and 16.

S. 89°15.67 W., between sections 9 and 16.

Point for the E 1/16 section corner of sections 9 and 16. Not
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40.028

19.944

39.888

39.989
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monumented.

The 1/4 section corner of sections 9 and 16, monumented with an
iron pipe, 2 inches diameter, firmly set, in a collar of stones
and concrete, 2 feet base, 6 inches high, with a brass cap
marked: TOOELE COUNTY SURVEYOR THESRSW 9 16 1991,

Corner is located north of a dirt road, bears northeast and
southwest.

Note: County tie sheet indicates this monument was set in the
center of a mound of stone. In the mound of stone, I find a
limestone, 16x10x8 inches, with illegible markings.

This iron pipe is accepted as a careful and faithful perpetuation
of the original corner position.

8. 89°00.9" W., beginning new measurement.

Point for the W 1/16 section corner of sections 9 and 16. Not
monumented.

Point for the corner of sections 8, 9, 16, and 17, at a single
proportionate distance, based on the same method used by the
Tooele County Surveyor in 1992; there is no remaining evidence of
the original corner.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 26
inches in the ground, with aluminum cap marked:

T58R5W
88‘89
817|816
2010

A Tooele County Survey monument, an ircn pipe, 2 inches diameter,
was found lying looge on the ground.

Deposit iron pipe alongside aluminum post.

Corner is located in a horse pasture.

S. 89°00.9’ W., between sections 8 and 17.

The 1/4 section corner of sections 8 and 17, monumented with an
iron pipe, 2 inches diameter, firmly set in concrete, in a
scattered mound of stone, projecting 9 inches above ground, with
a brass cap marked: TCOELE COUNTY SURVEYOR 8 17 1991.

A steel fence post is located 22 inches north of the iron pipe.

Note: County tie gheet indicates this corner is set at a marked
stone, which I find, a sandstone, 4x6x6 inches, firmly set on the
northeast side of the iron pipe, plainly marked 1/4 on north
face.
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This iron pipe is accepted as a careful and fajithful perpetuation
of the original corner position.

From the corner of sections 8, 9, 16, and 17.
N. 0°39.9" W., between sections 8 and 9.

Point for the 8§ 1/16 section corner of sections 8 and 9. Not
monumented.

Point for the 1/4 section corner of sections 8 and 9, at
proportionate distance; there is no remaining evidence of the
original cormer. Point falls in a private dirt driveway. Not
monumented.

The corner of sections 4, 5, 8, and 9, monumented with an iron
pipe, 2 inches diameter, firmly set in concrete, in a scattered
mound of stone, with a brass cap marked: TOOELE COUNTY SURVEYOR
TH58REW 4 5 B 9 1990,

Note: County tie sheet indicates this monument was set at a
marked stone, which I find, a limestone, 8x7x4 inches, firmly set
in concrete at the east side of the iron post, plainly marked
with 4 notches on east edge, 5 notches on south edge.

Thig iron pipe is accepted as a careful and faithful perpetuation
of the original corner position.

Corner is located 24 1/2 feet west of the intersection of barbed
wire fences extending north, south, and east.

Reestablishment of the Survey Executed by E.W. Koeber in 1886,
and the Resurvey Executed by A.J. Stoockey in 1905

From the corner of sections 3, 4, 9, and 10.
S. B9°26.,1' W., bhetween sections 4 and 9.
Point for the E 1/16 section corner of sections 4 and 9.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 27
inches in the ground, with aluminum cap marked:

S4
El/16—
89
2010

Set a steel fence post alongside the aluminum post.

Point for the 1/4 section corner of sections 4 and %, at
proportionate distance; there ig no remaining evidence of the
original corner.
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Set an aluminum post, 30 iaches long, 2 1/2 inches diameter, 26
inches in the ground, with aluminum cap marked:

TS58R5W
S4

L p—
59
2010

Set a steel fence post alongside the aluminum post.
From which

An iron pipe, 2 inches diameter, firmly set in concrete, in a
collar of stone, projecting 6 inches above the ground,
bears 8. 5°24.1' E., 2.875 chains distance, with a brass
cap marked: TOOELE COUNTY SURVEYCR 4 9 1992.

Note: County tie sheet indicates this monument was set at a rock
monument . Deputy Tooele County Surveyor Matt Clark indicated to
not accept this monument if a marked stone is not found. This
monument is not accepted because it is not harmonious with
original corners on the westerly boundary of the U.S. Military
Reserve Boundary, and no marked stone was found.

67.852 The meander corner of sections 4 and 9, monumented with an iron
pipe, 2 inches diameter, firmly set in concrete in a scattered
mound of stone, proijecting 10 inches above ground, with a brass
cap marked: TOOELE COUNTY SURVEYOR T58 R6W MC 4 5 8 9 19390.

Note: County tie sheet indicates that this monument was set at a
marked stone, which I find, a cobblestone, 9%4%3 inches, firmly
set in concrete, on the north side of the iron pipe, plainly
marked MC.

This iron pipe is accepted asgs a careful and faithful perpetuation
of the original corner position.

Reestablishment of the Survey Executed by C.L. Craig in 1856,
and the Resurveys Executed by E.W. Koeber in 1886,
and A.J. Stookey in 1905

N. 88°51.37 W., beginning new measurement.

12.340 The corner of gections 4, 5, 8, and 9.

¥. 0°18.8' W., between sections 4 and 5.

39.520 The 1/4 section corner of sections 4 and 5, determined at the
center of a small mound of stones. This mound of stones is
accepted as the best available evidence of the original corner.
AL the corner point
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Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 26
inches in the ground, with aluminum cap marked:

T5SREW
1/4
85 |s4
2009

Set a steel fence post alongside the aluminum post.

Rebuild the mound of stone, 2 feet base to top of aluminum post .

N. 1°37.9' W., beginning new measurement.

19.790 Point for the N 1/16 section corner of sections 4 and 5. Not
monumented.

39.580 The corner of sections 4, 5, 32, and 33, on the north boundary of
the township, hereinbefore described.

The Subdivision of Section 3,
T. 5 5., R. 5 W., Salt Lake Meridian, Utah

From the 1/4 section corner of gections 3 and 10.
N. 0°23.1' E., on the N-S centerline of section 3.
20.010 Point for the special meander corner, at intersection with the

reestablished non-riparian meander line of Rush Lake. Not
monumented.

From the 1/4 section coxner of section 3 only, on the north
boundary of the township, hereinbefore described.

5. 0°03.0" W., on the N-8 centerline of section 3.

20.126 Point for the center N 1/16 section corner of section 3. Not
monumented.

40.243 Point for the center 1/4 section corner of section 3, at
intersection with the E-W centerline.

Set an aluminum drive rod, 72 inches long, 3/4 inch diameter, 71
inches in the ground, with aluminum cap marked:

T5SR5W
¢1/4 83
2010

Set a steel fence post alongside the aluminum drive rod.

60.806 Point for the special meander corner, at intersection with the
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reestablished non-riparian meander line of Rush Lake.

Set an aluminum drive xrod, 72 inches long, 3/4 inch diameter, 70
inches in the ground, with aluminum cap marked:

TSSREW
C
sls
C
sSMC
2010

Set a steel fence post alongside the aluminum drive rod.

From the 1/4 section corner of sections 3 and 4.
EAST, at record bearing, on the E-W centerline of section 3.
20.174 Point for the center W 1/16 section corner of section 3.

Set an aluminum drive rod, 108 inches long, 3/4 inch diameter,
104 inches in the ground, with aluminum cap marked:

TESR5W
Wl/16
Co—r
53
2010

Set a steel fence post alongside corner.
From which

A rebar, bears N, 0°02.5' W., 0.506 chains digtance, with a
yellow plastic cap marked: ENSIGN ENG LAND SURV.

40.348 The center 1/4 section corner of section 3.

62,288 Point for the special meander corner, at intersection with the
reestablished non-riparian meander line of Rush Lake.

Set an aluminum drive rod, 72 inches long, 3/4 inch diameter, 71
inches in the ground, with aluminum cap marked:

T5S
REW
S
C C
3/ 8SMC
2010

Set a steel fence post alongside the aluminum drive rod.

From the W 1/16 section corner of sections 3 and 10.

N. 0°13.37 E., on the N-8 centerline of the SW 1/4 of section 3,
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13.767 Point for the special meander corner, at intersection with the
reestablished non-riparian meander line of Rush Lake.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 26
inches in the ground, with aluminum cap marked:

W SMC
513
TES| REW
W
2010

Set a steel fence post alongside the aluminum post.

From the center W 1/16 section corner of section 3.
5. 0°02.9" W., on the N-S centerline of the 8W 1/4 of section 3.

26.690 Point for the special meander corner, at intersection with the
reestablished non-riparian meander line of Rush Lake.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 26
inches in the ground, with aluminum cap marked:

TS55R5W

sls

W
SMC
2010

Set a steel fence post alongside the aluminum post.

From the center W i/16 section corner of section 3.
N. ©°02.9' E., on the N-S centerline of the NW 1/4 of section 3.

20.117 Point for the NW 1/16 section corner of section 3, at
intersection with the E-W centerline of the NW 1/4.

Set an aluminum drive rod, 72 inches long, 3/4 inch diameter, 71
inches in the ground, with aluminum cap marked:

TEERSW
NW 1/16 S3
2010

Set a steel fence post alongside the aluminum drive rod,

39.234 The W 1/16 section corner of section 3 only, on the north
boundary of the township, hereinbefore described.

From the point for the center N 1/16 section corner of section 3.

WEST, on the E-W centerline of the NW 1/4 of section 3.
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20.174 The NW 1/16 section corner of section 3.

40.348 The N 1/16 section corner of sections 3 and 4.

The Subdivision of Section 4,
T. 5 8., R. 5 W., Salt Lake Meridian, Utah

From the N 1/16 section corner of sections 3 and 4.
N. 89°59.5" W., on the E-W centerline of the NE 1/4 of section 4.

41.271 Point for the special meander corner, at intersection with the
reestablished non-riparian meander line of Rush Lake.

Set an aluminum drive rod, 72 inches long, 3/4 inch diameter, 70C
inches in the ground, with aluminum cap marked:

T58

[
N N
SMC 4

R5W
2010

Set a steel fence post alongside the aluminum drive rod.

The Subdivision of Secticn 9,
T. 5 8., R. 5 W., Salt Lake Meridian, Utzh

From the 1/4 section corner of sections ¢ and 16.
N. 0°29.27 W., on the N-S centerline of section 9.

1.995 Intersect the U.S. Military Reserve Boundary, hereinbefore
described.

19.652 Ppoint for the center & 1/16 section corner of section 9.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 27
inches in the ground, magnet at base, with aluminum cap marked:

T5SR5W
c
s 1/16 ] g9
c
2010

Set a steel fence post alongside the aluminum post.

Corner is located 60 feet north of a barbed wire fence extending
east and west.



CHATINS
39.304

79.204

20.192

40,384

60.388

80.392

40.069

2.197

19.555
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Point for the center 1/4 section corner of section 9, at
intersection with the E-W centerline. Not monumented.

The 1/4 section corner of sections 4 and 9.

From the 1/4 section corner of sections 9 and 10.
8. 89°585.07 W., on the E-W centerline of section 9.
Point for the center E 1/16 section corner of section 9.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,
inches in the ground, with aluminum cap marked:

E1/16
c—C
S9
2010
Set a steel fence post alongside the aluminum post.

The point for the center 1/4 section corner of section 9.

Point for the center W 1/16 section corner of section 9. Not

monumented.

The point for the 1/4 section corner of sections 8 and 9.

26

From the center E 1/16 section corner of section 9.

. 0°42.8’ W., on the N-S8 centerline of the NE 1/4 of section 9.

The E 1/16 section corner of sectiong 4 and 9.

From the E 1/16 section corner of sections 9 and 16.

N, 0°13.3’ W., on the N-S centerline of the SE 1/4 of section 9.

Intersect the U.S. Military Reserve Boundary, hereinbefore
described.

Point for the SE 1/16 section corner of section 9, at
intersection with the E-W centerline of the SE 1/4.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter,

26

inches in the ground, magnet at base, with aluminum cap marked:

T5SR5W
SE 1/16 89
2010

Set a steel fence post alongside the aluminum post.
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39.073

20.133

40.236

1.880

19.809

39.618

19.974

39.948
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The center E 1/16 section corner of section 9.

From the S 1/16 section corner of sections 9 and 10.
S, 89°32.3’ W., on the E-W centerline of the SE 1/4 of section 9.
The SE 1/16 section corner of section 5.

The center S 1/16 section corner of section 9.

From the W 1/16 section corner of sections 9 and 16.

N, 0°34.6" W., on the N-8 centerline of the SW 1/4 section corner
of section 9.

Intersect the U.S. Military Resgerve Boundary, hereinbefore
described.

Point for the SW 1/16 section corner of section 9, at
intersection with the E-W centerline of the SW 1/4.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 26
inches in the ground, magnet at base, with aluminum cap marked:

T5SRE5W
SW1l/16 89
2010

Set a steel fence post alongside the aluminum post.

Corner is located in a marshy area, 40 feet north of a barbed
wire fence extending east and west.

The point for the center B 1/16 section corner of section 9.

From the center § 1/16 section corner of section 9.
S, 89°28.0’ W., on the E-W centerline of the SW 1/4 of section 9.
The SW 1/16 section corner of section 9.

The point for the 8 1/16 section corner of sections 8 and 9.

The Subdivision of Section 10,
T. 5 8., R. 5 W., Salt Lake Meridian, Utah

From the 1/4 section corner of sections 10 and 15, monumented
with an iron pipe, 2 incheg diameter, firmly set, projecting 10
inches above the concrete, with a brass cap marked: TOOELE COUNTY
SURVEYCR T58 RBW 10 15 1991.
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Note: County records indicate this monument was set at a marked
stone which I find. A blue limestone, firmly set in the concrete,
projecting 8x4x5 inches above the ground, plainly marked 1/4 on
the north face.

N, 0°24.5" W., on the N-S centerline of section 10.

19.584 Point for the center 8 1/16 section corner of section 10. Not
monumented.

35,132 Intersect the U.S. Military Reserve Boundary, hereinbefore
described.

39.168 Point for the center 1/4 section corner of section 10, at
intersection with the E-W centerline.

Set an aluminum drive rod, 36 inches long, 3/4 inch diameter, 34
inches in the ground, with aluminum cap marked:

T5SR5W
Ccl/4 si1o0
2010

Set a steel fence post alongside the aluminum drive rod.
Corner is located in a marsh.
58.718 Ppoint for the center N 1/16 section corner of section 10.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 26
inches in the ground, magnet at base, with aluminum cap marked:

TSSRSW
c
N1/16 | s10
c
2010

Set a steel fence post alongside the aluminum post.

Corner is located on the northwest side of a pile of wood and
dead willow trees.

78.268 The 1/4 section corner of sections 3 and 10.

From the 1/4 section corner of sections 10 and 11.
8. 88°53.2' W., on the E-W centerline of secticn 10.

36.619 Intersect the U.S. Military Reserve Boundary, hereinbefore
described.

40.014 The center 1/4 section corner of section 10.

59.859 Point for the center W 1/16 section corner of section 10.
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79.704

13.022

39.813

19.835

39.670

19.836

39.872
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Set an aluminum drive rod, 72 inches long, 3/4 inch diameter, 65
inches in the ground, with aluminum cap marked:

T55REW
Wi/16

C C

510
2010

Set a steel fence pest alongside the aluminum drive rod.
Corner is located in a marsh.

The 1/4 section corner of gsections 9 and 10.

From the center 8 1/16 section corner of section 10.
S. 89°10.6" W., on the E-W centerline of the 8W 1/4.

Intersect the U.S. Military Reserve Boundary, hereinbefore
degcribed.

The § 1/16 section corner of sections 9 and 10.

From the center W 1/16 section corner of sgsection 10.
N. 0°40.7 W., on the N-S8 centerline of the NW 1/4.

Point for the NW 1/16 section corner, at intersection with the E-
W centerline of the NW 1/4.

Set an aluminum drive rod, 72 inches long, 3/4 inch diameter, 70
inches in the ground, with aluminum cap marked:

T5SREW

NWi/:i6 810
2010

Set a steel fence post alongside the aluminum drive rod.
Corner is located in a marsh.

The W 1/16 section corner of sections 3 and 10.

From the center N 1/16 section corner of section 10.

S. 89°42.5’ W,, on the E-W centerline of the NW 1/4 of section
10.

The NW 1/16 section corner of section 10.

The point for the N 1/16 section corner of sections 9 and 10.
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19.57¢

39.140

58,002

78.864

20,032

40.064

60.096
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The Subdivision of Section 11,
T. 5 8., R. 5 W., 8alt Lake Meridian, Utah

From the 1/4 section corner of sections 11 and 14.
N. 0°11.2* W., on the N-8 centerline of section 11.

Point for the center § 1/16 section corner of section 11. Not
monumented.

Point for the center 1/4 section corner of section 11, at
intersection with the E-W centerline.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 26
inches in the ground, magnet at base, with aluminum cap marked:

T55R5W
Cc1/4 811
2010

Set a steel fence post alongside the aluminum post.

Point for the center N 1/16 section corner of section 11. Not
monumented,

The 1/4 section corner of sections 2 and 1l.

From the 1/4 section corner of sections 11 and 12.
M. 89°55.2¢ W., on the E-W centerline of section 11.

Point for the center E 1/16 section corner of section 11.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 28
inches in the ground, magnet at base, with aluminum cap marked:

T58R5W
E1/16
¢
511
2010

Set a steel fence post alongside the aluminum post.

Coxrner is located 12.5 feet east of the centerline of a dirt
road, bears north and south.

The center 1/4 section corner of section 11.
Point for the center W 1/16 section corner of section 11l.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 26
inches in the ground, magnet at base, with the aluminum cap
marked:
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80.128

39.847

19.503

39.006

20.001

40.002

12.649
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SwWl/16 811
2010

Set a steel fence post alongside the aluminum post.

The 1/4 section corner of sections 10 and 11.

From the center E 1/16 section corner of section 11.
N. 0°07.8' W., on the N-8 centerline of the NE 1/4 of section 11.

The E 1/16 section corner of sections 2 and 11.

From the point of the E 1/16 section corner of sections 11 and
14.

N. 0°05.6’ W., on the N-8 centerline of the SE 1/4 of section 11.

Point for the SE 1/16 section corner of section 11, at
intersection with the E-W centerline of the SE 1/4.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 27
inches in ground, magnet at base, with aluminum cap marked:

T5SR5W
SE1/16 811
2010

Set a steel fence post alongside the aluminum post.

The center E 1/16 section corner of section 11,

From the § 1/16 section corner of sections 11 and 12.

5. B9°53.3’ W., on the E-W centerline of the SE 1/4 of section
11.

The SE 1/16 sgection corner of section 11.

The point for the center S 1/16 section corner of section 11.

From the point for the W 1/16 section corner of sections 11 and
1l4.

M. 0°14.9’ W., on the N-8 centerline of the SW 1/4 of section 11.

Point for the 8W 1/16 section corner of section 11, at
intersection with the E-W centerlines of the SW 1/4.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 26
inches in the ground, magnet at base, with the aluminum cap
marked:
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39.298

20,011

40.022

19.785

39.590

20.051

38.927
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SW1/16 811
2010

Set a steel fence post alongside the aluminum post.

The center W 1/16 section corner of section 11.

From the point for the center § 1/16 section corner of section
11.

S. B9°5Ll.2" W., on the E-W centerline of the SW 1/4 of section
il.

The S8W 1/16 section corner of section i1l.

The 8 1/16 section corner of section 10 and 1t.

From the center W 1/16 section ccrner of section 11.
N. 0°14.9' W., on the N-5 centerline of the NW 1/4 of section 11.

Point for the NW 1/16 section corner of section 11, at
intersection with the E-W centerline of the NW 1/4.

Set an aluminum posgt, 30 inches long, 2 1/2 inches diameter, 26
inches in the ground, with aluminum cap marked:

THESREW
NW1l/16 Si1
2010

Set a steel fence post alongside the aluminum post.

Corner is located 7 feet north of a barbed wire fence extending
east and west.

The point for the W 1/16 section corner of sections 2 and 11.

From the point for the center N 1/16 section corner of section
11.

5. 89°53.37 W., on the E-W centerline of the NW 1/4 of section
il.

The NW 1/16 section corner of section 11.

Point selected for the witness corner for the N 1/16 section
corney of sections 10 and 11.

Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 28
inches in the ground, magnet at base, with aluminum cap marked:
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TS5SR5W
We
N1l/16
4310|811
2010

40.102 The true peint for the N 1/16 section corner of gsections 10 and
11.

The Subdivision of Section 12,
T. 5 8., R. 5 W., Salt Lake Meridian, Utah

From the 1/4 section corner of sections 12 and 13.
N. 0°17.6’ W., on the N-S centerline of section 12.
19.475 Point for the center 8§ 1/16 section corner of section 12.
Set an aluminum post, 30 inches long, 2 1/2 inches diameter, 27

inches in the ground, with aluminum cap marked:

¢
s1/16 | 812
c
2009

Set a steel fence post alongside the aluminum post.
Corner is located along the east side of a cedar bush.

38.950 Point for the center 1/4 section corner of section 12, at
intersection with the E-W centerline.

Set an aluminum post, 30 incheg long, 2 1/2 inchesg diameter, 27
inches in the ground, with the aluminum cap marked:

TSSREW
c1/4 812
2009

Set a steel fence post alongside the aluminum post.

Corner is located 78 feet west of the centerline of a dirt road,
bears northeast and southwest.

78.907 The 1/4 section corner of sections 1 and 12.

From the 1/4 section corner of sectiong 7 and 12 on the east
boundary of the township, hereinbefore described.

8. 89°49.8° W., on the E-W centerline of section 12.

40.181 The center 1/4 section corner of section 12.
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80.037

39.958

20.164

22,8527

43.354

12.735%

12.909
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The 1/4 section corner of sections 11 and 12.

From the center S 1/16 section corner of gection 12.
8. 89°53.2' W., on the E-W centerline of the SW 1/4.

The 8 1/16 section corner of sectiong 11 and 12.

The Reestablishment of the Meanders of Rush Lake,
T. 5 8., R. 5 W., Salt Lake Meridian, Utah

Reestablishment of the Survey Executed by E.W. Koeber in 1886

Note: The 1886 meanders of Rush Lake are non-riparian and
represent a fixed boundary. All angle points of the non-riparian
meanders hereinafter described were determined by broken boundary
(compass-rule) adjustment method as required by the 1973 BLM
Manual.

From the point for the meander corner of sections 2 and 3, on the
ncn-riparian meander line of Rush Lake, hereinbefore described.

5. 24°16.7' W., along the reestablished meander line in section
3.

Point for angle point No. 1 of section 3. Not monumented.

5. 26°45.4' W., beginning new measurement,
The special meander corner on the E-W centerline of section 3.
Pcint for angle point No. 2 of gection 3.

Set an aluminum drive rod, 72 inches long, 3/4 inch diameter, 70
inches in the ground, with aluminum cap marked:

TS58R5W

AP2
//ss

2010

Set a steel fence post alongside the aluminum drive rod.

8. 81°07.3" W., beginning new measurement.

The special meander corner on the N-8 centerline of the northerly
portion of gection 3.

The point for the special meander cormer on the N-8 centerline of
the southerly portion of section 3.
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24.117

9.064

1.413

1.524

14.512

8.029
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Point for angle peoint No. 3 of section 3.

Set an aluminum drive rod, 72 inches long, 3/4 inch diameter, 69
inches in the ground, with aluminum cap marked:

T58R5W
AP3

83

2010

Set a steel fence post alongside the aluminum drive rod.

8. B7°16.0’ W., beginning new measurement.
Point for angle point No. 4 of section 2.

Bet an aluminum drive red, 72 inches long, 3/4 inch diameter, 69
inches in the ground, with aluminum cap marked:

T5SREW
AP4

\/

83
2010

Set a steel fence post alongside the aluminum drive rod.

N. 67°58.2' W., beginning new measurement.

The special meander corner on the N-8 centerline of the northerly
portion of the SW 1/4 of section 3.

The special meander corner on the N-S centerline of the southerly
portion of the SW 1/4 of gection 3.

Point for angle point No. 5 of section 3.

Set an aluminum drive rod, 72 inches long, 3/4 inch diameter, 68
inches in the ground, with aluminum cap marked:

T5SREW
APS
53
2010

Set a steel fence post alongside the aluminum drive rod.

N, 88°55.3' W., beginning new measurement.

The meander corner of sections 3 and 4, hereinbefore described.

W. 66°36.47 W., on the reestablished meander lines of secticn 4.
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7.048 Point for angle point No. 1 of section 4. Not monumented.

N. 87°4%.7' W., beginning new measurement.

10.182 Point for angle point No. 2 of section 4. Not monumented.

N. 62°52,8’' W., beginning new measurement.

28.132 Point for angle point No. 3 of section 4. Not monumented.

N. 7°04.3’ E., beginning new measurement.

20.388 DPoint for angle point No. 4 of section 4. Not monumented.

N. 20°35.6' W., beginning new measurement.

5.884 TYhe special meander corner on the E-W centerline of the NE 1/4 of
section 4.

12,758 Point for angle point No. 5 of sgection 4.

Set an aluminum drive rod, 108 inches long, 3/4 inch diameter,
104 inches in the ground, with aluminum cap marked:

T55R5W
84< AP5

2010

Set a steel fence post alongside the aluminum drive rod.

N. 5°31.7’ E., beginning new measurement.

11.655 The reestablished meander corner of sections 4 and 33, on the
north boundary of the township, hereinbefore described.
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